CONFIG_CC_OPTIMIZE_FOR_SIZE=y
CONFIG_M386=y
# CONFIG_M686 is not set





CONFIG_X86_GENERIC=y

CONFIG_X86_EMU486=y

CONFIG_X86_L1_CACHE_SHIFT=7

CONFIG_RWSEM_GENERIC_SPINLOCK=y





CONFIG_X86_F00F_BUG=y

CONFIG_X86_INTEL_USERCOPY=y




# CONFIG_X86_MCE is not set

CONFIG_NOHIGHMEM=y

# CONFIG_HIGHMEM4G is not set


CONFIG_MATH_EMULATION=y

CONFIG_BLK_DEV_PS2=m

CONFIG_SCSI_AHA1740=m

CONFIG_AIC7XXX_PROBE_EISA_VL=y

CONFIG_SCSI_FD_MCS=m

CONFIG_SCSI_IBMMCA=m

CONFIG_IBMMCA_SCSI_ORDER_STANDARD=y

CONFIG_IBMMCA_SCSI_DEV_RESET is not set

CONFIG_SCSI_NCR_D700=m

CONFIG_53C700_IO_MAPPED=y

CONFIG_SCSI_NCR_Q720=m

CONFIG_SCSI_NCR53C8XX_DEFAULT_TAGS=8

CONFIG_SCSI_NCR53C8XX_MAX_TAGS=4

CONFIG_SCSI_NCR53C8XX_SYNC=5

CONFIG_SCSI_NCR53C8XX_PROFILE is not set

CONFIG_SCSI_MCA_53C9X=m

CONFIG_SCSI_SIM710=m

CONFIG_ELMC=m

CONFIG_ELMC_II=m

CONFIG_ULTRAMCA=m

CONFIG_ULTRA32=m

CONFIG_SKMC is not set

CONFIG_NE2_MCA=m

CONFIG_IBMLANA=m

CONFIG_LNE390=m

CONFIG_NE3210=m

CONFIG_ES3210=m

CONFIG_MADGEMC=m

CONFIG_EXT2_FS=y
CONFIG_FS_MBCACHE=y

